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CIVIL AVIATION ADMINISTRATION OF CHINA (CAAC)

#EEVFAlE

MAINTENANCE ORGANIZATION CERTIFICATE

%i5/No. _ FO6500558

FL 4 FR /NAME OF ORGANIZATION :
Ametek Singapore Pte Ltd

{7 HiHE / BUSINESS ADDRESS :

43 Changi South Ave 2 #04-01 Singapore 486164
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Upon finding that the organization complies with the requirements of CHINA CIVIL AVIATION

REGULATION(CCAR) Part 145, the above organization is adequate to accomplish maintenance
of the following ratings:

Component Maintenance
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This certificate, unless cancelled, suspended, or revoked, shall continue in effect until:

2025-06-30

KA/ For the Administrator of CAAC
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Deputy Director General of FSD
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LIMITATION OF MAINTENANCE ITEMS

PR & /LIMITATION:
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Location and items set forth on Maintenance Organization Certificate No. F06500558

is/are limited to the following:

LOCATION: Singapore

Inspection, Repair, Overhaul and Modification of following Components:
Communications (ATA-23): Limit to 2300 Communications System; 2370 Audio/Video Monitoring.
Electrical Power (ATA-24): Limit to 2400 Electrical Power System; 2430 Dc Generating System.
Equipment/Furnishings (ATA-25): Limit to 2550 Cargo Compartments.
Fire Protection (ATA-26): Limit to 2600 Fire Protection System; 2621 Fire Bottle, Fixed.
Instruments (ATA-31): Limit to 3130 Data Recorders (FLT/MAINT).
Lights (ATA-33): Limit to 3340 Exterior Lighting; 3350 Emergency Lighting.
Oxygen (ATA-35): Limit to 3500 Oxygen System; 3520 Passenger Oxygen System; 3530 Portable
Oxygen System.
Engine Exhaust (ATA-78): Limit to 7830 Thrust Reverser.
Detail as listed in CAAC components maintenance capability list.
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JA KB/ For the Administrator of CAAC
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